## RUN INFORMATION

### LENGTH / MOUNTING DIMENSIONS

<table>
<thead>
<tr>
<th>ORDERING CODE</th>
<th>LENGTH</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>A</td>
</tr>
<tr>
<td>1</td>
<td>13-1/2&quot;</td>
</tr>
<tr>
<td>2</td>
<td>20-5/8&quot;</td>
</tr>
<tr>
<td>3</td>
<td>32-7/16&quot;</td>
</tr>
<tr>
<td>4</td>
<td>44-9/32&quot;</td>
</tr>
</tbody>
</table>

**NOTE:** Maximum illuminated run length is 40' with any combination of SK21 fixtures. SK21-MC mounting clips not illustrated but can be mounted where desired along the fixture length.

---

### Single Fixture

1. **1-5/8"**

   ![](image1.png)

   - Power termination cap

   - **PTS**

2. **1-13/16"**

   ![](image2.png)

   - **SMS**

### Continuous Run

1. **1-5/8"**

   ![](image3.png)

   - Seam cover

   - **PTS or SMS**

   - **ADD**

   - **ADD**

   - **ADD**

   - **ADD**

   - **ADD**

   - **ADD**

   - **ADD**

   - **ADD**

---

©2018 Bartco Lighting, Inc. These products are protected by patents and patents pending. Unauthorized use or reproduction of illustrations, photographs or text is prohibited. Bartco Lighting reserves the right to discontinue products or to change the technical and/or design specifications at any time.